




3

Length Total height Total height Weight Inlet sectional EDP-
area** umber

[mm] h1 [mm] h2 [mm] [kg] [cm2] 010...

1000 150 150 13.5 98.27 155401
1000 150 155 13.8 103.27 155405
1000 155 160 14.2 108.27 155407
1000 160 165 14.6 113.27 155409
1000 165 170 15.1 118.27 155411
1000 170 175 15.3 123.27 155413
1000 175 175 15.3 123.27 155415
1000 175 180 15.4 128.27 155419
1000 180 185 15.8 133.27 155421
1000 185 190 16.2 138.27 155423
1000 190 195 16.6 143.27 155425
1000 195 200 17.1 148.27 155427
1000 200 200 17.1 148.27 155429
1000 200 205 17.3 153.27 155433
1000 205 210 17.7 158.27 155435
1000 210 215 18.1 163.27 155437
1000 215 220 18.5 168.27 155439
1000 225 225 19.0 173.27 155441
1000 220 225 19.0 173.27 155443
1000 225 230 19.7 178.27 155447
1000 230 235 20.1 183.27 155449
1000 235 240 20.5 188.27 155451
1000 240 245 20.9 193.27 155453
1000 245 250 21.5 198.27 155455
1000 250 250 21.5 198.27 155457
1000 255 260 17.3 203.27 155501
1000 260 265 17.7 208.27 155503
1000 265 270 18.1 213.27 155505
1000 270 275 18.5 218.27 155507
1000 275 280 19.0 223.27 155509
1000 280 285 19.0 228.27 155511
1000 285 290 19.7 233.27 155513
1000 290 295 20.1 233.27 155515
1000 295 300 20.5 243.27 155517
1000 300 305 20.9 248.27 155519
1000 305 305 21.5 248.27 155521

Channels for Sloped System
Product

description

Z 1000.0
Z1001
Z 1002
Z 1003
Z 1004
Z 10052)

Z 1005.0
1)

Z 1006
Z 1007
Z 1008
Z 1009
Z 1010 2)

Z 1010.0 1)

Z 1011
Z 1012
Z 1013
Z 1014
Z 1015 2)

Z 1015.0 2)

Z 1016
Z 1017
Z 1018
Z 1019
Z 10202)

Z 1020.0 2)

Z 1021
Z 1022
Z 1023
Z 1024
Z 1025 2)

Z 1026
Z 1027
Z 1028
Z 1029
Z 1030
Z 1030.0

** Cross sectional area from the grating surface to the invert of the channel
Channels with heights of 255 to 305 mm are available upon request
1) Connecting facility for corner and cross junction
2) Connecting facility for vertical discharge Ø 110 or catch basin
3) Channel elements with integrated HD-PE outlet connector Ø 110

Every reasonable effort has been taken to ensure the accuracy of this document. However we
cannot accept ressponsibility for inaccuracies resulting from undetected errors or omissions. 32
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End cap of polymer concrete for channel start and
channel end Z 1000.SE

End cap made of polymer concrete
for channel end Z 1000.E

Description and sizes

Edge protection: galvanized steel
Suitable for channel: 1000 - 1020

1000.0 – 1020.0

EDP-Number: 010151471
Total height: 245 mm
Total width: 154 mm
Weight: 1.4 kg

Description and sizes
Edge protection: galvanized steel
PVC connector Ø 110
Suitable for channel

1000 1005 1010 1015 1020
Z 1000.E Z 1005.E Z 1010.E Z 1015.E Z 1020.E

EDP-Number: 010151473 010151475 010151477 010151479 010151481
Height (H): 131 mm 156 mm 181 mm 206 mm 231 mm
Total width: 154 mm 154 mm 154 mm 154 mm 154 mm
Weight: 0.8 kg 0.9 kg 1.0 kg 1.2 kg 1.3 kg
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H*= Total height

PVC Outlet Ø 110 x 100 mm

Every reasonable effort has been taken to ensure the accuracy of this document. However we
cannot accept ressponsibility for inaccuracies resulting from undetected errors or omissions. 32
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