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STABLE MONO-CHANNEL FOR  ALL 

Well constructed roads are often a measure of a country’s 
prosperity. The condition of any highway is directly 
proportionate to the comfort and safety of road users. 
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STABLE MONO CHANNEL FOR  ALL 
ASPECTS  OF ROAD DRAINAGE

As a result the demand for more stable, traffic safe drainage
systems increases year by year.

    

Preventing standing rainwater is an increasingly important 
requirement in road design and construction. The danger 
associated with vehicles aquaplaning is well known and every 
effort must be made to avoid it. The installed channel system 
must guarantee road safety by ensuring rapid drainage of large 
volumes of water at times of intense rainfall.

With MEA you are on the right road!

Toll Free:
www.northstarindustries.ca

877-385-5130



MEA®DRAIN TRA
MEETING THE HIGHEST STANDARDS
Fast moving heavy goods traffic requires
drainage system which complies with the
maximum safety standards, as it will be e
to constantly changing loads.
The monolithic drainage system MEADR
Traffic DM 2000 is made of MEA® polym
concrete, which has superior compressiv
tensile strength characteristics, as well a
excellent chemical resistance.
This extremely robust one piece monolith
structure ensures that this product meets the
highest standards.

FAST DRAINAGE FOR HEAVY RAIN
Water remaining on road surfaces after r
showers poses one of the greatest dange
drivers. This danger can be greatly reduc
installing a drainage system with a suitab
drainage capacity for parallel and cross 
carriageway drainage.
Th  MEADRAIN T ffi  DM2000 tThe MEADRAIN Traffic DM2000 accepts
volumes of surface water quickly thanks 
generous intake areas, thereby significan
increasing road safety. 

TOTALLY FLEXIBLE
As well as offering the traditional drainag
sing intake openings on the top s rfaceusing intake openings on the top surface

the DM system can also be adapted to d
surfaces constructed of porous asphalt. 
The water is absorbed into the asphalt an
subsequently conducted into the drainag
channel via the optional side intake open
the drain wall. This groove system, which
been developed by MEA® Engineers ensbeen developed by MEA® Engineers ens
rapid drainage, so greatly reducing the ri
aquaplaning.
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HIGHLY COST-EFFECTIVE AND DURABLE
MEADRAIN Traffic DM saves you time 
and trouble, as well as offering a significant 
reduction in costs-
• Firstly in the planning of the drainage system due to 

there being fewer components.
• Secondly in the construction phase as no heavy 

machinery is required to lay the drainve and 
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machinery is required to lay the drain.
• Thirdly problems are prevented by following the 

MEA® installation instructions. 
• Fourthly, thanks to this system’s method of 

construction, the cleaning and maintenance is kept 
to an absolute minimum.

• Finally longevity is assured because the 
MEA® DM Drainage Systems are virtually Lrain
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MEA DM Drainage Systems are virtually 
indestructible.

REMARKABLE CHARACTERISTICS

• High Compressive and flexural strength  
s large
to  

ntly

ge route 
e

• High resistance to chemical liquids

• Environmentally friendly 

• Ageing resistant, entirely frost proof, maintenance 
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Ageing resistant, entirely frost proof, maintenance 
free and unsusceptible to excessive wear.

• As a result of the one piece monolithic construction
there is no danger of any components loosening.

• Colour: natural brown or dark grey

• Length: 500 or 1000mm

FOR ALL ASPECTS OF ROAD DRAINAGEsures
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MEADRAIN Traffic DM 2000 :for all aspects  of road 
drainage,  whether it be for use longitudinally  in a 
central reservation or  across highways 

Every reasonable effort has been taken to ensure the accuracy of this document. However we
cannot accept ressponsibility for inaccuracies resulting from undetected errors or omissions.
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