
MEADRAIN® Supreme
System S 1000

Technical Data

Description and sizes
Drainage channel made of polymer concrete with sealable channel groove
Integrated Stainless steel edge protection
Connection facility for vertical discharge Ø 110 in 500 mm and 1000 mm channel
Interlocking joint system for an exact fitting of the channels
Suitable for installation of MEADRAIN Top 1000 grating covers with CLIPFIX boltless
locking system or standard locking mechanisms

Fall type:
Loading classes: A 15, B 125, C 250 to EN 1433, E 600
Total height: 150 mm - 250 mm (see table)
Total width: 130 mm
Length: 500 mm and 1000 mm

Material properties
Channel body

Polymer concrete based on polyester resin
Compression resistance: > 90 N/mm2

Flexural strength: > 22 N/mm2

Water absorption: less than 0.05%
Density: 2.1 - 2.3 kg/dm3

Modulus of elasticity: 25 - 35 kN/mm2

Water penetration level: 0 mm
Material structure: capillary free

Edge protection
Stainless steel: AISI 304 (1.4301)

Grating
Galvanized steel: DX 51 D 275 NA
Ductile iron E600
Stainless steel: AISI 304 (1.4301)
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Every reasonable effort has been taken to ensure the accuracy of this document. However we
cannot accept ressponsibility for inaccuracies resulting from undetected errors or omissions.

pre-sloped, stepped fall or neutral
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Length Total height Weight Inlet sectional EDP-
area** Number

[mm] h1 [mm] h2 [mm] [kg] [cm2] 010...

1000 150 150 13.5 98.27 155601
500 150 150 7.0 98.27 155603

1000 150 155 13.8 103.27 155605
1000 155 160 14.2 108.27 155607
1000 160 165 14.6 113.27 155609
1000 165 170 15.1 118.27 155611
1000 170 175 15.3 123.27 155613
1000 175 175 15.5 123.27 155615
500 175 175 8.5 123.27 155617

1000 175 180 15.4 128.27 155619
1000 180 185 15.8 133.27 155621
1000 185 190 16.2 138.27 155623
1000 190 195 16.6 143.27 155625
1000 195 200 17.1 148.27 155627
1000 200 200 17.2 148.27 155629
500 200 200 10.0 148.27 155631

1000 200 205 17.3 153.27 155633
1000 205 210 17.7 158.27 155635
1000 210 215 18.1 163.27 155637
1000 215 220 18.5 168.27 155639
1000 220 225 19.0 173.27 155641
1000 225 225 19.5 173.27 155643
500 225 225 11.5 173.27 155645

1000 225 230 19.7 178.27 155647
1000 230 235 20.1 183.27 155649
1000 235 240 20.5 188.27 155651
1000 240 245 20.9 193.27 155653
1000 245 250 21.5 198.27 155655
1000 250 250 21.7 198.27 155657
500 250 250 12.5 198.27 155659

1000 255 260 22.3 203.27 155701
1000 260 265 22.6 208.27 155703
1000 265 270 22.9 213.27 155705
1000 270 275 23.0 218.27 155707
1000 275 275 24.1 223.27 155709
1000 280 285 24.3 228.27 155711
1000 285 290 24.5 233.27 155713
1000 290 295 24.9 238.27 155715
1000 295 300 25.3 243.27 155717
1000 300 300 26.0 248.27 155719
1000 305 305 27.0 248.27 155721

Channel with linear fall

Product
description

S 1000.02)

S 1000.11)2)

S 1001
S 1002
S 1003
S 1004
S 10052)

S 1005.02)

S 1005.11)2)

S 1006
S 1007
S 1008
S 1009
S 10102)

S 1010.02)

S 1010.11)2)

S 1011
S 1012
S 1013
S 1014
S 10152)

S 1015.02)

S 1015.11)2)

S 1016
S 1017
S 1018
S 1019
S 10202)

S 1020.02)

S 1020.11)2)

S 1021
S 1022
S 1023
S 1024
S 10252)

S 1026
S 1027
S 1028
S 1029
S 10302)

S 1030.02)

** Cross sectional area from the grating surface to the invert of the channel
Channels with heights of 255 to 305 mm are available upon request
1) Connecting facility for corner and cross junction
2) Connecting facility for vertical discharge Ø 110 or catch basin

Length Total height Weight Inlet sectional EDP-
area** Number

[mm] h1 [mm] h2 [mm] [kg] [cm2] 010...

1000 150 175 14.6 123.27 155661
1000 175 200 16.3 148.27 155663
1000 200 225 18.1 173.27 155665
1000 225 250 20.6 198.27 155667

Channel with stepped fall

Product
description

S 1000-5
S 1005-10
S 1010-15
S 1015-20

as connecting elements for stepped fall (with 2.5 % fall)

Every reasonable effort has been taken to ensure the accuracy of this document. However we
cannot accept ressponsibility for inaccuracies resulting from undetected errors or omissions. 42
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